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19 Marine plywood decking
(see Decking Replacement
Procedure)
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SECTION B-B
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DECKING REPLACEMENT PROCEDURE:

|. Remove Marine plywood and 38x89 |umber.

2. Install structural angles and tubing.

Tube sections to be ASTM A500 Grade C or ASTM
A300 Grade B with mill certificates satisfying
Grade C Fy & Fu, subject to review and approval
of the Engineer.

Angles to be ASTM A572 Grade 42 or ASTM A709
Grade 345.

3. Bolts

a) All bolts to be ASTM grade A325,
otherwise
Fabricator is to
washer with each
c) All bolts, nuts,
d) All 16 Dia bolts
size.

4. Install new plywood decking and toeboard.
Plywood decking shall conform to or exceed the
requirements of U.S. Product Standard PS-1-9S
for APA Structural | AB Marine Grade. Plywood
shal | be pressure treated. Plywood decking shall
be painted on all sides.

Wooden toeboards shall be pressure treated
S4S Douglas Fir. Toeboards shall be painted

unless noted

supply a nut and one hardened
bolt unless noted otherwise.

and washers are to be galvanized.
shall be Imperial (5/8 inch)

on all sides. )
5. Plywood decking shall be attached using blind
rivets. Blind rivets shall be stainless steel, 3
4.8 mm diameter and shall be installed at (&)
305 mm maximum on center. @y
6. Areas with damaged paint or with no paint shall be
| | - cleaned and painted. Any damage to the galvanized
SECT ION A A surfaces shall be repaired with zinc rich primer. ©\?
| i f hall finish inted.
EXISTING BIKEPATH TRAVELER NEW BIKEPATH TRAVELER Golvonized surfaces sholl be finish pointed o
NOTES:
BELVEDERE BALCONY DECKING BELVEDERE BALCONY DECKING 9
115 115 l. Total units: 2 travelers.
CONTRACT CHANGE ORDER NO 2. Contractor shall field verify all dimensions.
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